\% Innovation. In our raw materials. In our solutions.
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COST / PERFORMANCE

* Effective solvency on bitumen and heavy oils

* Price stable replacement or extender for
d-limonene

» Controlled evaporation profile

* Low odour

ENVIRONMENT / HEALTH & SAFETY

Non-flammable, VOC exempt

Readily biodegradable per OECD 301F
Good environmental profile— low toxicity
Not a petroleum distillate

Non-flammable, VOC exempt
solvent

PERFORMANCE USES & APPLICATIONS

LIVE DEMO © " ‘ E

Bitumen Removal

Oil and Gas Industry
Hand Cleaners
Solvent Degreasers
Engine Cleaners
Printing Industry
Asphalt Cleaners

A A

540 7.5% d-limonene
in mineral spirits
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http://www.winchemicals.com/whatisidata
https://youtu.be/CtGSZmPl4yc
http://www.winchemicals.com
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SUGGESTED STARTING FORMULATIONS

Waterless Water in Oil Water Rinseable
Hand Cleaner Microemulsion Degreaser

Use as is to 20:1
(dilutions will bloom)

CKiueiee e 12.0% OG-NTS ..o 3.0%
Accusol 820......cccevveereean.. 1.25% BA0% . 40% BA0% . i 97.0%
BA0* ... 7.0% ME-80*.......oviiiiieiiiiiiieen 18.0%

Propylene glycol................... 0.5% Glycol ether EB to clear.......4-6% Product may be packaged in
TEA (0rto pH 7.5)..ccccvnnee 1.0% Water......oooviiiiii balance metal or PE drums
Water.......cccoevviiveieinen. balance

* denotes Win product

IDATA assist

Need assistance in developing a custom solution?
Win has a full-service lab that can collaborate with

you and help you meet your cost, performance and
environmental objectives! Click the HELP! icon and
let us earn the right to invest in your success!

HELP! ©

PRODUCT SPECIFICATIONS PACKAGE & HANDLING

o 540 is available in: Steel (net wt. 380 Ibs) and plastic (net wt.
Appearance: Clear, colourless liquid 401 Ibs) drums - depending on availability. 5 US gallon pails
(net wt. 35 Ibs).
Density @ 23°C: 0.88 + 0.02

Flashpoint:  225°F (Non-Flammable) REGULATORY / TOX INFORMATION

KB Value: 41 DOT/TDG Classification: Non-Regulated
VOC Content: 0 Toxicological
. Single exposure (acute) studies indicate:
Vapor Pressure: < 0.1 mm of Hg at 20°C Oral: Rat, LD50 > 10,000 mg/kg

Dermal: Rabbit, LD50 > 1,260 mg/kg
Eye: Rabbit, 24 hr. 3.9/110.0

Ecological
96 hr. LC50 Fathead minnow: > 1,000 mg/I|

The descriptions, data, information and/or statements contained herein are based upon our research and/or of others and are believed to be accurate. No guarantee of their accuracy is made however, and
unless expressly stated in a written contract, the product(s) discussed herein are sold without conditions or warranties expressed or implied. Readers are advised to make their own tests to determine the
suitability of any products or formulations described herein for their particular purposes. Nothing contained herein shall be construed as a recommendation to use or as a license to operate or to infringe on any
existing patent. In no case shall the descriptions, data, information and/or statements contained herein be considered a part of our terms and conditions of sale. Further, the reader acknowledges that the
descriptions, data, information and/or statements furnished by Win Chemicals Ltd. herein are given gratis and Win Chemicals Ltd. assumes no obligation and will not be liable for any losses, injuries or
consequential damages, direct or indirect, which may result from the use of or reliance on any information contained herein, or results obtained therefrom, as such is being given and accepted at your risk.
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	Environment/Health & Safety text: •  Non-flammable, VOC exempt
•  Readily biodegradable per OECD 301F
•  Good environmental profile– low toxicity
•  Not a petroleum distillate



	Product Description: Non-flammable, VOC exempt solvent
	Product Name: 540
	Cost/Performance text: •  Effective solvency on bitumen and heavy oils
•  Price stable replacement or extender for
   d-limonene
•  Controlled evaporation profile
•  Low odour


	Uses & Applications - main text: •  Oil and Gas Industry
•  Hand Cleaners
•  Solvent Degreasers
•  Engine Cleaners
•  Printing Industry
•  Asphalt Cleaners
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	Button 8: 
	Suggested Formulation - 1: 
Waterless
Hand Cleaner
	Suggested Formulation - 2: 
Water in Oil Microemulsion 
	Suggested Formulation - 1 Dilution:   
	Suggested Formulation - 2 Dilution: Use as is to 20:1 
(dilutions will bloom)
	Suggested Formulation - 1 Ingredients: CK......................................12.0%
Accusol 820........................1.25%
540*......................................7.0%
Propylene glycol...................0.5%
TEA (or to pH 7.5)................1.0%
Water...............................balance


	Suggested Formulation - 2 Ingredients: 540*.......................................40%
ME-80*...............................18.0%
Glycol ether EB to clear.......4-6%
Water...............................balance

	Suggested Formulation - 3 Dilution:   
	Suggested Formulation - 3 Ingredients: OG-NTS*..............................3.0%
540*....................................97.0%

Product may be packaged in metal or PE drums

	Suggested Formulation - 4 Ingredients:   
	Button 6: 
	Package & Handling text: 540 is available in:  Steel (net wt. 380 lbs) and plastic (net wt. 401 lbs) drums - depending on availability. 5 US gallon pails (net wt. 35 lbs).


	Regulatory/Tox Information text: DOT/TDG Classification: Non-Regulated

Toxicological 
Single exposure (acute) studies indicate:
Oral: Rat, LD50 > 10,000 mg/kg
Dermal: Rabbit, LD50 > 1,260 mg/kg
Eye: Rabbit, 24 hr. 3.9/110.0

Ecological
96 hr. LC50 Fathead minnow: > 1,000 mg/l

	Button 7: 
	Button 9: 
	Product Spec 1: Appearance:

Density @ 23ºC: 

Flashpoint:

KB Value:

VOC Content:

Vapor Pressure: 
	Suggested Formulation - 3: 
Water Rinseable  Degreaser
	Formula Tips:   
	Evaporation Rate: 41
	KB Value: 0
	Appearance and Odor: < 0.1 mm of Hg at 20°C
	Vapor Pressure: 225°F (Non-Flammable)
	Aniline Point: 0.88 ± 0.02
	Boiling Point: Clear, colourless liquid
	Disclaimer: The descriptions, data, information and/or statements contained herein are based upon our research and/or of others and are believed to be accurate. No guarantee of their accuracy is made however, and unless expressly stated in a written contract, the product(s) discussed herein are sold without conditions or warranties expressed or implied. Readers are advised to make their own tests to determine the suitability of any products or formulations described herein for their particular purposes. Nothing contained herein shall be construed as a recommendation to use or as a license to operate or to infringe on any existing patent. In no case shall the descriptions, data, information and/or statements contained herein be considered a part of our terms and conditions of sale. Further, the reader acknowledges that the descriptions, data, information and/or statements furnished by Win Chemicals Ltd. herein are given gratis and Win Chemicals Ltd. assumes no obligation and will not be liable for any losses, injuries or consequential damages, direct or indirect, which may result from the use of or reliance on any information contained herein, or results obtained therefrom, as such is being given and accepted at your risk.
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