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SUGGESTED STARTING FORMULATIONS

Need assistance in developing a custom solution? 
Win has a full-service lab that can collaborate with  
you and help you meet your cost, performance and  
environmental objectives! Click the HELP! icon and  
let us earn the right to invest in your success!

iDATA assist

PACKAGE & HANDLING

REGULATORY / TOX INFORMATION

PRODUCT SPECIFICATIONS

SM

* denotes Win product

http://www.winchemicals.com/whatisidata
http://www.winchemicals.com/idataassist
mailto:solutions@winchemicals.com?subject=iData Product Question
http://www.winchemicals.com

	Button 11: 
	Button 10: 
	Environment/Health & Safety text: •  Non-corrosive to mild steel & aluminum at use levels of ≤ 25% •  Non-corrosive to skin at use levels of ≤ 25%•  Non-corrosive to the eye at use levels of ≤ 25%•  Ships TDG/DOT non-regulated at use levels of ≤ 25%•  Supporting corrosion data available        * Not readily biodegradable - if that is needed, use SB-GHA™
	Product Description: High Performance builder package for pH 12-13, non-corrosive cleaning formulations
	Product Name: SB-ALK
	Cost/Performance text: •  Smart Builder (SB)™ package with built in alkalinity, metal protection,   chelation, dispersion & user safety   •  SB-ALK™  may be the only builder required in a formula   •  Excellent rinsing properties at all dilutions   •  High chelation product with anti-redeposition properties   •  Able to formulate degreasers that are pH 12-13 and safe on      aluminum and mild steel   •  Allows for deeper cleaning compared to mild alkaline cleaners       (pH 9-11.5)   •  Enable higher dilution rates compared to mild alkaline cleaners   •  Ability to lower at use cost   •  Eliminate or lower the burning, staining, or whitening of softer metals   •  Versatile and safe enough for retail, industrial, and/or institutional       applications   •  SB-ALK™ may improves surfactant detergency by improving the      dynamic interfacial tension of a formula
	Button 8: 
	Suggested Formulation - 1: Non-corrosive Aluminum Cleaner
	Suggested Formulation - 2: Non-corrosive Heavy-Duty Degreaser
	Suggested Formulation - 1 Dilution: Use up to 100:1
	Suggested Formulation - 2 Dilution: Use 10-40:1
	Suggested Formulation - 1 Ingredients: SB-ALK™*..........25%Q3*........................8%Balance waterpH 13
	Suggested Formulation - 2 Ingredients: SB-ALK™*..................10%QHD*............................3%eQi*..............................3%d-limonene.................0.5%Balance waterpH 12.6
	Suggested Formulation - 3: Non-corrosive High Performance Retail Cleaner
	Suggested Formulation - 3 Dilution: Ready to use
	Suggested Formulation - 3 Ingredients: SB-ALK™*....................4%QHD*.........................2.5%QS fragranceBalance waterpH 12.3
	Suggested Formulation - 4: 
	Suggested Formulation - 4 Dilution: 
	Suggested Formulation - 4 Ingredients: 
	Button 6: 
	Appearance: Clear liquid
	pH (Conc): Colorless to straw
	Pour Point: 1.32-1.42 g/cm3
	Cloud Point: 12-12.6
	Regulatory/Tox Information text: DOT/TDG Classification:    Regulated (corrosive as supplied)DSL and TSCA compliant  
	Button 7: 
	Button 9: 
	Product Spec 1: Appearance:Color:Density @ 23°C:pH (10%):Activity:CaCV (at pH 12):
	Uses & Applications - main text: High pH cleaning - without corrosion for:• Aluminum parts prior to coating/painting•  Industrial plant/equipment cleaning •  Polished aluminum in transportation wash•  Multi-purpose cleaners/degreasers for   consumer retail - dilutable or 'ready-to-use'•  Heavy duty industrial degreasers•  Restoration of wood surfaces (without damaging   the wood)
	Uses & Applications - bold text: 
	Icon 1: 
	Icon 2: 
	Icon 3: 
	Icon 4: 
	Icon 5: 
	CaCV: 67mg CaCO3/g
	Density: 41-45%
	Text1: TM
	Package & Handling text: SB-ALK™ is available in 55 gallon drums (net wt. 582 lbs/264 kg), 5 gallon pails (net wt. 51 lbs/23 kg) and totes (net wt. 2974 lbs/1349 kg)It is recommended that the product be stored in high density polyethylene containers
	Button 5: 


